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hydraulics ALUMINIUM BODY

EXTERNAL GEAR MOTORS

Displacement | Max. Pressure | Max. Speed 2Ot Drain
Motor Type 10,

I— 4000
APM10.023.RABO1EGN 37,5 83,3
APM10.027.RABO1EGN 38,5 85,3
APM10.032.RABO1EGN 220 39,3 86,8
APM10.038.RABO1EGN 40,5 89,3 12 30 M6 G 1/4"
APM10.043.RABO1EGN 41,5 91,3
APM10.050.RABO1EGN 43,0 94,3
APM10.059.RABO1EGN 3500 44,8 97,8
APM10.063.RABO1EGN 45,5 99,3
APM10.078.RABO1EGN 210 48,5 105,3
APM10.095.RABO1EGN 200 52,0 112,3
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ALUMINIUM BODY hydraulics

EXTERNAL GEAR MOTORS

ORDERING CODE OF APM10 MOTOR

.0 A B B A

Outboard Bearing

QO | Available

Absent

Motor Type

R Aluminium Body Gear Motor

Gl

Displacement
009 =0,9 cm?® /rev M12x1,5
012=1,2 cm®/rev
017=1.7 o rev
023 =2,3 cm® /rev Standard
027 = 2,7 cm® /rev
032 =3,2 cm? /rev External Drain Rear Port

038 = 3,8 cm® /rev
043 = 4,3 cm? /rev

Relief Valve (10 - 90 Bar)

050 = 5,0 cm? rev Relief Valve(70 - 140 Bar)
059 = 5,9 cm® /rev
063 =6,3 cm?® /rev Relief Valve (120 - 190 Bar)

078 =7,8 cm®/rev
095 = 9,5 cm? /rev

Check Valve

E Rear Inlet-Outlet

A= Counter-clockwise
C = Clockwise

Drive Shaft Inlet and Outlet Ports
Tapered key shaft ~ 1:5 Eﬂg} M Rectangular

Tapered key shaft ~ 1:8 @ M ISO 6149 thread
Tang Drive Shaft 'E M Pipe thread
Parallel shaft - }H’

Square flange 325,38 mm

B 2 Bolts - Centering @32 mm

2 Bolts - Centering with Oring @32 mm

2 Bolts - Centering @32 mm

Square flange @30 mm

Square flange 336,47 mm
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- Code Example (Single) ; APM10.032.RABO1EGN
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